This manual is for reference and historical purposes, all rights reserved.

This page is copyright© by M. Butkus, NJ.

This page may not be sold or distributed without the expressed permission of the producer
I have no connection with any camera company

On-line camera manual library

This is the full text and images from the manual. This may take 3 full minutes for
the PDF file to download.

If you find this manual useful, how about a donation of $3 to: M. Butkus, 29 Lake
Ave., High Bridge, NJ 08829-1701 and send your e-mail address so I can thank you.
Most other places would charge you $7.50 for a electronic copy or $18.00 for a hard
to read Xerox copy.

This will allow me to continue to buy new manuals and pay their shipping costs.
It'll make you feel better, won't it?

If you use Pay Pal or wish to use your credit card,
click on the secure site on my main page.
PayPal Name  Lynn@butkus.org
Universal Automatic T-4 Lens System

Printed in Japan

Digitally signed by mike butkus
DN: cn=mike butkus,
o=orphancameras,
ou=29,
email=mike@butkus.org, c-US
Date: 2016.12.07 10:03:14 -05'00'
HOW TO USE THE SOLIGOR T4 UNIVERSAL AUTOMATIC SYSTEM

Operation of these lenses is extremely easy, simple and fast. To assure proper operation, follow these step by step instructions:

1) Open the mount retaining bayonet, by turning the outer ring (1) in a counter-clockwise direction as indicated by the arrow "O" (2).

2) Set the diaphragm control (3) opposite the reference mark (4) on the lens barrel.  
   Note: Lenses for Miranda, Petri, Nikon, Pentax, Exakta and Canon (yellow and red engraved mounts), operate over the range of black engraved diaphragm openings.  
   Lenses for Minolta, Leicaflex, Topcon and Icarex (green engraved) operate over the green engraved diaphragm openings.

3) For lenses which are coupled to the camera exposure system, note the mark on the T-4 lensmount "set pin here".

4) Alignment pin (5), indicated by an arrow on the T-4 mount, fits into the alignment slot (6) indicated by an arrow on the lens base. To permit the T-4 mount to seat properly into the lens base, turn the diaphragm control ring slightly to the left or right, holding the mount pressed down.

5) When the mount is in place, close the mount retaining ring by turning the ring (1) in a clockwise direction, as indicated by arrow "L" (7).

6) To remove the T-4 lensmount from the lens, push the lever (8) and turn the mount retaining ring (1) in a counter-clockwise direction (2) and lift the mount from the lens base.