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Main parts of “Taron-35"

Synchro-terminal

. Self-timer lever
Lens

Back cover lock
Depth of field scale
Distance scale
Focusing lever
Shutter speed dial
Iris diaphragm scale
10. MFX synchro-lever
11. Shutter release button
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12. Film counter

13. Film counting adjuster
14. Film winding lever -

15. Red signal window

16. Accessory clip

17. Film rewinding crank

18. Film indicator )
19. Range-view-finder window
20. Tripod mount

21. Sprocket

22. Film rewinding button
23. Film take-up spool

24. Pressure plate.




Pull out the back—cover—lock (4) and

open the camera.

Pull out the rewinding knob (17),
insert the film cartridge and push down
the knob.

Insert the film leader into the slot
of the take—up spool and turn the
film advance lever (14) slightly so
that the sprocket teeth properly catch
the film perforations and the leader

does not lip off the take—up spool.

After making sure the film cartridge.

film leader and perforations are pro-

perly set, lock the back cover.

www.orphancameras.com




HOW T0 LOAD FILM

5. Before the first picture can be taken,
the film exposed during loading must
be wound up onto the take—up spool.
With the thumb of your right
hand, push the lever (14) until it stops.
Release the lever and 1t will swing
back by itself. Press the shutter
release button (11) until it clicks.

Repeat this action once more and no w
the film exposed is completely wound
up. Then push the lever (14)  again
and your camera is set for the first
exposure. The red signal appeared in
the shutter signal window (15) shows
the shutter is cocked.

6. Before taking your first picture, turn
the film counter dial (13) in the dire-

ction of arrow and set the film count-

er (12) to zero.




ER FOCUSING

1. Hold the camera with both hands as
shown in the picture.

2. While sighting through the range—view "
—finder window (19) turn the focusing
lever (7) with the thumb of your left 4
hand in either direction as shown in
the picture so that the two images in

the center of the window are perfectly
superimposed.

3. When the two images are superimposed,
it means that an accurate focus has
been secured. See the pictures in the
right page.

OUT-OF-FOCUS

IN-FOCUS

JUST




DEPTH OF FIELD SCALE

When the lens is focused on the subject,
there is a finite range of sharpness ex-
tending from its foreground to its back-
ground. This range of sharpness is called
the depth of field.

The depth of field can be determined by
the depth of field scale (5). For example,
in case the lens is focused at a subject

10 feet ahead and the iris diaphragm is
set at F:8, all subject from 7 feet to
15 feet ahead from your camera can be
taken clearly on the film. Also, incase
the iris diaphragmis set at F:16, the
depth of field is extended from 5 feet to
infinity. You will see this relation in

the above picture.

DEPTH OF FIELD TABLE F =45mm

3.5 4 5

7

10

15

30

3.28213 | 3.71795| 4.56693

6.17961 | 8.40580

11.67787

19.12094

3.74884 | 4.32835| 5.52380

8.07155 |

12.34039

20.96377

69.59911

3.19685 | 3.60889 | 4.40347

5.88406 | 7.86822

10.66551

16.54894

3.86666 | 4.48618 | 5.78347

8.63828

13.71619

25.26963

160.26015

3.08980 | 3.47305 | 4.20296

5.53134

7.25000

9.56045

14.3229

4.03578 | 4.71541| 6.17020

9.53050

16.11106

34.79980

0’

2.94203 | 3.28745 | 3.93411

5.07500

6.48563

8.27447

11.42592

4.31914 | 5.10691 | 6.85809

11.27774

21.02784

80.13007

00

2.77607 | 3.08159 | 3.64289

4.60057

4.73468 | 5.69823 | 7.96857

14.63056 |

5.73042
39.22660

7.08346

9.27295

00

0

2.53750 | 2.79038 | 3.24281

3.98039

479906

5.71296

7.05680

563887 | 7.06084 | 10.91392

28.99960

.00

00

00

The above table shows the relations bet-

ween the distance and the iris diaphragm

in a easy—to—understand way.

It is one of the most important elements
in photography to put this depth of field
theory to practical use.




HOW TO ADJUST SHUTTER

NKS—-MX shutter has the speeds : 1, % .
1/5,1/10,1 /25,1 /50,1 /100, 1 /300 sec.
and bulb.

To set the shutter speed , move the shut-
ter speed dial ring until its red mark
comes to the desired speed on theshutter

speed dial (8).

Cable release

When using the cable release, you can
connect the ordinary type cable release
with a screw mount on the shutter release

button (11).

Self-timer

To set the self —timer, move the self —
timer lever (2) in the direction of arrow
until it stops.

Before setting the self —timer, be sure to
set the MFX changing lever (10) at the
X terminal. In case the MFX lever is
at the M terminal, the self —timer does
not work properly. It is advisable to
set the MFX lever at X terminal always
except for the flash photography.

CAUTION

The Taron camera has the full automaic
system and a single stroke of the film
winding lever (14) cocks the shutter sim-
ultaneously. You may change the speeds
of the NKS—MX shutter before or after
the shutter is cocked. In the latter case
you may feel some slight resistance in
moving the shutter speed dial ring, but
there is nothing to worry about it.




FLASH SYNCHRONIZER

1.

2.

X setting:

Set the MFX lever (10) at the X
terminal and the shutter synchronizes
at all speeds with speed—light units
( strobo or other electronic flash

units ).
In case the F class flash bulbs are
used, the shutter synchronizes at

speeds up to 1/50 sec., and in case
of the M class bulbs, it synchronizes
up to 1/25 sec.

When the MFX lever is at the X
terminal , you can use the self—timer.

M setting:

When using the M class bulbs, set the
lever at the M terminal and also set

the self —timer lever (2) at M mark.
The shutter synchronizes up to 1,/300 -

sec.
Be sure to set the self —timer lever
to the full until it stops,otherwise the
shutter does not- synchronize properly.
In case of M synchronization, you
cannot use the selftimer for its origi-
nal purpose.

F class flash bulb:

When using the F class bulbs, set
the MFX lever at the.M terminal and
the shutter synchronizes up to 1 /300
sec.




HOW TO UNLOAD FILM

1. Set up the rewinding crank (17) as
shown in the picture.

2. Push down the rewinding button (22)
on the bottom of the camera and hold
it while rewinding.

3. Rotate the crank in the direction of
arrow until the film is completely
rewound into the film cartridge.

4. After the filmis rewound, open the
camera and take out the film cartridge

from the camera.
CAUTION

When the last filmis to be exposed, it

sometimes happens that the winding lever

(14) can not be moved for a full stroke.

Do not try to force it any further as, by
boing so, the film will be extracted from
the film cartridge and it  will become
difficult to unload the film.

In such a case as this, press down the
rewinding button (22) and then move the
winding lever s that it comes back to

its original position.
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EXPOSURE TABLE

(10 AM.—2 P.M.)
ASA 50. DIN 18° (PLUS X. ANSCO Type 1l DUPONT Type II.)

Fine
(Weather Fine Fine Fine Cloudy Indoor Near  Rainy Snow
&object) OQutdoor OQOutdoor Outdoor OQutdoor Window Outdoor  Outdoor
(Full (Full . (Full . (Full
(Season) (Scenery) Portrait) Portrait) (Scenery) Portrait) (Scenery) Portrait)
Spring: F-8 F-5.6 F-6.3 F-5.6 F-5.6 F-5.6
. 1\100 I1N100 1N\25 1\50 1\5 1\25
Summer: F-8 F-8 F-5.6 F-6.3 F-56  F-5.6
1\200 1N\100  1N\50 1\100 1\10 1\50
Autumn: F-8 F-5.6 F-6.3 F-5.6 F-5.6 F-5.6
1\100 1N100  1N\25 1\50 1\5 1\25
Winter: F-8 F-5.6 F.4.5 F-6.3 F-5.6 F-5.6 F-11
1\50 1\50 1\25 1\25 1\2 1\10 1\100
* Summer: ‘F-8 F-8 F-5.6 F.5.6 F-4 F-5.6

Y2-filter: 1N\100 1\50 1\25 1\100 1\10 1\25

When using SUPER XX,ANSCO Type IlI, Dupont Type III, Cut Shutter Speed
to One-Half. or Iris Opening to One-Half.
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Always
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keep your

Dust it with lens brush
and wipe it lightly witha silicone cloth

ile loading or unloading,
pressure plate (24) with a lens brush
to avoid injuring the film by bust.

camera away from dust and moisture.
Before loading the film dust the fil m

now available on the market.

shutter set over long period.

place the lens cap and keep the shut-
ways set the distance scale at infinity.

a fingertip.
ter released.
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3. When your camera is out of use,

1. Do not wipe the lens with a cloth or
2. Do not leave your camera with

4.






