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Welcome to the exciting world of Vivitar. Your new camera is one
of a family of professional quality cameras designed with the
serious photographer in mind. And the name Vivitar is your
assurance of superbly crafted optics and outstanding mechanical

performance and reliability.
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Short Course of Instructions

1
Insert the 1.35-volt battery in compartment. (See Page 8)

2

Load the film and advance to first frame. (See Page 10)

8
Set the ASA film speed. (See Page 12)
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Select a shutter speed and set the dial. (See Page 14)

5

Look through the viewfinder. focus and compose the picture.

Gently press the shutter release button halfway down to
activate the metering system.
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Set the exposure by turning the aperture ring or shutter
speed dial until the viewfinder needle centers in the index
brackets. (See Page 20)

Press the shutter release button all the way down to take
the picture.

Advance the film to the next frame.
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i0
After all frames are exposed, rewind the film and unload your
camera. (See page 23)

insc.iing the Battery

The through-the-lens metering system of your Vivitar
400/SL operates on power supplied by a single 1.35-volt
Mercury battery (Mallory PX-675, Eveready EPX-675 or
equivalent). Insert the battery in the battery compartment as
follows:

1
Remove the Battery Compartment Cover (34) by turning it
counter-clockwise with a coin.
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2

To ensure positive contact, clean the battery contacts with
a clean, dry cloth making sure they are free of dust and oil.

3

Place the battery in the compartment with the positive
(+) sideup. A"+ is engraved on top of the Cover as a
reminder of correct battery positioning.

4

Replace the Cover by turning it clockwise until it is tight.

Loading the Film

Your camera is designed to accept black & white or color
film in standard 20- or 36-exposure cassettes.

9
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To load the camera:

1

Fold out the Rewind Crank (18) and pull up on it sharply
until the Rear Cover ¢7) snaps open. The Exposure Counter
(©2) will automatically reset to “S" (Start).

2
Place the cassette in the Film Chamber ) with its
protruding end facing the camera base.

3
Push down on the Rewind Knob (17) and turn it in either
direction until it drops into its normal position.

4

Draw the film leader across the camera back and insert
it into one of the slots in the Take-up Spool 6. NOTE: To
bring the slot into a more convenient position, rotate it in
the direction of the arrow with your finger.
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5

Advance the film making sure both sides are fully engaged
on the Sprockets @5).

6

Close the Rear Cover 27) and press firmly until it snaps shut.

7

Rotate the Rewind Crank (8) carefully in the direction of

the arrow to take up any slack in the film. Alternate
advancing the film and firing the Shutter Release Button
until the number "“1"" is opposite the index mark in the
Exposure Counter Window (2). As you advance the film, the
Rewind Knob should rotate counter-clockwise indicating
the film is moving smoothly through the transport. If the
Knob does not rotate, open the Rear Cover and re-load the
camera.




www.orphancameras.com

Setting the Film Speed

Each type of film — color or black & white — has its own
sensitivity to light. This sensitivity is assigned a numerical
value described as an ASA rating (U.S.A. Standard) or a DIN
rating (Europe and most other countries). In most cases, both
ASA and DIN ratings are imprinted on the film package, as
well-as the data sheet packed with the film and the film
cassette itself.

The higher the film speed rating, the more sensitive the

film is to light; that is, less light is required for a proper
exposure. The film speed, therefore, is an important element
in ensuring that the through-the-lens metering system of your
camera determines the correct shutter speed/f-stop
combinations for a given lighting situation.

Each time a film with a new film speed rating is loaded in
the camera, the film speed MUST be set in the ASA Film
Speed Window (9) to assure accurately exposed photographs.
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To set the film speed:
1
Lift up on the outer collar of the Shutter Speed Dial (8)

and rotate it until the ASA number (or representative index
mark) is opposite the green index line.

2
Release the collar to lock the film speed setting in the
camera.

The scale below represents the ASA speeds and indicator
marks on the Film Speed Index Dial. The corresponding DIN
film speed conversions are shown in parentheses for your
convenience.

ASA 25 32 40 50 64 80 100 125 160 200 250 320 400 500 650 800 1000 1250 1600 2000 2500 3200
1 . . ] . . ] « e 1 . o 1 . ] . . 0 1 . . ]
(DINY (15) (16) (17) (18) (19) 200 1) (22) (23) (24} (25) (26) 27 (28) (29) (30 (31) (32) (33) {34) '35 136}

13
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Setting the Shutter Speed

The shutter controls the length of time light is allowed to
strike the film. The speed at which the shutter opens and
closes is measured in fractions of a second that correspond
to the numbers on the Shutter Speed Dial . For example,
1000 is 1/1000 second, 125is 1/125 second, 2is 1/2 second,
and so on. The number “1” on the Dial represents one full
second of exposure. When set to B (Bulb) the shutter
remains open as long as the Shutter Release Button is
depressed. This setting is for use in pictures of night scenes
and where available light exposures are beyond the exposure
reading capabilities of your camera.

To set the shutter speed, rotate the Dial until the number
representing the speed you desire is opposite the Index
Mark. Generally speaking, when outdoors in bright or hazy
sunlight, 1/125 second is suitable for most photographs.
When indoors in a well-lit room, 1/60 second should be
sufficient to record your subject, depending upon the film you
are dsing. Final determination of a shutter speed setting
should be made based on the action-stopping needs for your
picture, i.e. the more action, the faster the shutter speed
required.
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Handling the Camera

Proper camera handling is extremely important to taking
crisp, sharp photographs. The following information should
enable you to hold the camera correctly and develop good
handling techniques:

A Horizontal Format

Ptace your right hand so your right index finger rests
comfortably over the Shutter Release Button. Your right
thumb should rest slightly behind and under the Film
Advance Lever. The remaining fingers should wrap around
the camera body snugly yet not tight enough to cause
muscle strain. The left hand should support the camera/
lens combination with the base of the camera resting in
the left palm. The lens barrel should be between the left
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fingers and thumb to provide ready access to focusing and
aperture controls.

R Vertical Format

Place your right hand on the camera in exactly the same
manner as that for the Horizontal Format. Rotate the camera
90° so the shutter button is at the top and the left side of

the camera is resting in the left palm. Again, the lens barrel
should lay comfortably between the left thumb and fingers.
Brace the upper part of the camera against the forehead.

. Long Shutter Speeds and Time Exposures

When exposures take 1/30 second or longer the
possibility of camera movement is increased significantly,
particularly with longer than normal focal length lenses.
Since camera movement is the primary cause of poor
pictures taken at slow shutter speeds, always try to use a
tripod or other stable support along with an accessory cable
release to keep camera “‘jiggle’” to an absolute minimum.
For your convenience, your camera has both a built-in
Cable Release Socket 11 and a Tripod Socket 33 to
accommodate these accessories.
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D Carrying the Camera

Always try to carry your camera using the adjustable
Shoulder/Neck-strap provided. For added

protection, use a Vivitar Eveready carrying case to keep
your camera and lens free of dust, dirt and scratches. When
you are not taking pictures, ALWAYS KEEP THE LENS CAP
ON THE LENS. Other accessories available for increased
protection and convenience are — a Rubber Eyecup for
added comfort when viewing and focusing, a Skylight 1A or
UV-Haze filter to improve picture quality and protect the
lens from dust and scratches, and a Lens Hood to prevent
extraneous light from striking the lens and causing
unwanted flare.
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Focusing the Lens

To assure the sharpest possible photographs, your camera
has a microprism focusing spot in the viewfinder which
exaggerates in-focus and out-of-focus images. As you look
through the viewfinder, turn the Lens Focusing Ring (&) until
the pattern created by the microprism spot seems to
disappear. When this occurs, the image has been brought
into focus.

When focusing with the lens stopped down to shooting
aperture, or when using telephoto lenses longer than 200mm,

" it sometimes becomes difficult to focus using the microprism
focusing spot. Shouid this occur, focus on the Ground Glass
Focusing Area surrounding the spot or use the entire Fresnel
Screen as a guide to achieving critical sharpness.

Ot of Focus

Infrared Photography

infrared light rays focus on a plane slightly behind that of
light rays in the visible spectrum. To compensate for this when

10
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using infrared film, focus normally on your subject and note
the subject distance on the lens Distance Scale (1) opposite
the Distance Reference Mark (3). Turn the Focusing Ring until
this distance setting is opposite the Infrared Index Mark ().

IMPORTANT : Infrared radiation varies with the degree of
infrared rays in the atmosphere. Use the infrared focus setting
only as an approximation. For best results, use the smallest
f-stop lighting will allow to provide sufficent depth of field to
include all important elements of the picture in the zone of
acceptable sharpness.

Film Plane Reference Mark

In close-up photography it sometimes becomes necessary

to measure exact subject-to-film distances. A Film Plane
Reference Mark (-=-) has been engraved atop the camera
to indicate the exact position of the film plane. All
measurements of subject-to-film distances should be taken
from this mark.

19
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Setting the Exposure

Your Vivitar 400/SL has a built-in center-weighted averaging
exposure meter which measures the light coming through the
lens and enables you to set the proper exposure for a given
lighting condition. Two sensitive Cadmium Sulfide (CdS) cells
behind the camera pentaprism read the light in the overall
picture area yet place emphasis on the central portion of the
scene. This is particularly important in obtaining accurate
exposure readings in scenes where there is an over-
abundance of sky in the background or where backlighting

or sidelighting is present.

To take an exposure reading:

1
Turn the meter on by gently pressing half-way down on

the Shutter Release/Meter ON Button (0). The lens will stop
down to the f-stop pre-set on the Aperture Ring(®).

2

Rotate the Aperture Ring on the lens until the needle in

the viewfinder centers within the open ends of the Exposure
Index Brackets. When centered, the correct shutter
speed/f-stop combination has been obtained for the
lighting conditions in the picture.

20
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If the needle will not center regardless of the f-stop setting,
change the shutter speed (see chart on page 22). If the
needle is on the '+ " side, the picture will be over-
exposed; use a faster shutter speed setting to align the
needle in the brackets. If on the ="' side, the picture will
be under-exposed; use a slower shutter speed setting.

NOTE: You may reverse the procedure if you wish to use

a specific f-stop for depth of field control (See Page 29). In
this case, set the f-stop you desire on the lens Aperture
Ring and rotate the Shutter Speed Dial until the needie
centers in the Exposure Index. Remember, however,
shutter speed settings must be made in accordance with
the engraved speeds only. Do not set the Dial between
marked speeds.

Readings taken with Accessories

In general photography the meter requires no special
calculations or compensation to obtain correct exposures
even if filters or close-up accessories such as extension tubes
or bellows are used. Meter readings taken with the normal
lens alone and then with accessories attached may differ due
to the properties of the accessories, but the exposure will be
correct. One exception is in close-up photography: the

21
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meter reading must be taken after final focus since exposure
in this instance is affected by the distance between lens
and film.

Taking the Picture

Once you have set the exposure, check the composition of : -
your picture and press down all the way on the Shutter -
Release Button (i0) using a slow, steady
pressure to take the photograph. Advance o
the film for your next shot. -;\\

L/

This chart shows the .
exposure value range ' ; =,

stof J’ak
(shutter speed/f-stop = B[als[el7 e o]m0]n] $
combinations) of your 2| (o[t [z [aTw 5 5 7 88wl 2%
camera’s metering L e e A E It e
system for selected 5 V510 '
film speeds (18 3 EX N

18

2 Expasure Values Shutter Speed (Sec.)
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Aperture Release Button

When the Shutter Release Button () is pressed half-way
down, the metering system is activated and the lens stops
down to the f-stop pre-set on the lens Aperture Ring (7). If you
wish to re-compose your photograph or check the focus prior
to taking the picture, press the Aperture Release Button G0).
This opens the lens to its maximum f-stop allowing you to view
your subject through a bright, clear viewfinder.

Rewinding the Film

When you have finished taking all your pictures (either 20 or
36 exposures), rewind the film back into its cassette
as follows:

1

Press the Rewind Release Button 32 on the camera base.

)

Lift up the Film Rewind Crank (8) and turn it in the direction
of the arrow until you feel the film tension lessen. This
indicates the film has been completely rewound into the
cassette.

23
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)
Open the camera back by pulling up sharply on the Rewind
Crank and remove the exposed cassette.

NOTE: AVOID DIRECT SUNLIGHT WHEN LOADING OR
UNLOADING YOUR CAMERA.

Taking Flash Pictures

A Flash Equipment with PC Cords

The 400/SL provides flash terminals for both “X" and
“M’ () synchronization. The choice of terminal depends
upon the type of equipment used and shutter speed desired.
The following chart shows the combinations of terminal and
shutter speeds for various flash situations. Use only these
combinations to ensure proper flash synchronization.

SHUTTER SPEEDS

FLASH :
TERMINAL ﬁlﬁ)}%o 12‘5\5%\53‘%]%““%
M | M Class
[ Electronic Flash
X M Class

FP Class—F Class

24



www.orphancameras.com

Shaded areas indicate the shutter speeds at which each
type of flash unit will synchronize along with the proper
terminal to be used.

B Cordless Electronic Flash

If you will be using an electronic flash unit with built-in

hot shoe contact, the flash can be attached directly to the Hot
Shoe (1) atop the camera pentaprism. The camera and flash
will then be fully synchronized through the contacts in the
shoe with any shutter speed up to and including 1/125
second. NOTE: The Shutter Speed Dial index for 1/125th
second is marked in red as a reminder for electronic flash
synchronization and is color-coded to the *'X’* marking on the
Hot Shoe itself.

Exposure for Flash Photography

In flash photography, exposure is determined by the guide
number of the flashbulb or electronic flash unit. The guide
number represents a relationship between the light output of
the flash and the speed of the film. Flashbulb guide numbers
can be found on the package in which they were purchased.
Guide numbers for electronic flash units are found in the
manufacturers’ specifications.

25
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Using the guide number, you can determine the proper f-stop
for a given flash situation using the following formula:

Guide Number = Flash-to-Subject Distance = f-Stop

If, for example, your flash unit has a guide number of 40 for
the type of film you are using, and your subject is 5 feet from
the flash as indicated on the lens barrel Distance Scale after
focusing, divide 40 by 5. The answer is 8: therefore, set your
_ lens aperture ring to 18.

IMPORTANT: Most electronic flash units have a built-in

dial or exposure table which enables you to quickly compute
f-stops based on subject distance. Additionally, Vivitar
automatic electronic flash models eliminate guessing
distances by delivering the exact amount of light needed
after making one initial f-stop setting on the lens. -

'Using the Self-Timer

Your Vivitar 400/SL has a built-in Self-Timer @9 which
delaysthe shutter release from approximately 7 to 10
seconds. This enables you to include yourself in your own
pictures and is also of benefit in close-up and photo-
macrography where camera movement must be reduced
to a minimum.

26
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To activate the Self-Timer:

1
Move the Self-Timer lever in the direction of the arrow.
(For maximum delay, move the lever until it stops.)

2
Press the Shutter Release Button (0) to start the
Self-Timer moving.

Changing Lenses

The universal thread lens mount of your Vivitar 400/SL
affords you the opportunity of selecting from the hundreds of
universal thread mount lenses and optical accessories
available.

27
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1

Hold the camera securely in the palm of your left hand.

2

Grasp the lens firmly around the lens barrel and align the
lens threads with the camera.

3

Turn the lens clockwise until it is firmly seated. If the lens is
difficult to screw in, remove it and inspect the threads for
dirt or other foreign matter.

To remove your lens:

1

Hold the camera as above.

2

Grasp the lens firmly around the lens barrel and turn it
counter-clockwise about three full turns and lift it carefully
away from the camera body.

IMPORTANT : Do not touch the reflex mirror in the camera
body when attaching or removing a lens. Dust particles can
be removed with a blower or soft camel-hair brush.

28
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When you focus on a specific subject, an area in front of

and behind that subject will appear acceptably sharp in your
picture. This area, or zone, of acceptable sharpness is
DEPTH OF FIELD.

Depth of field is determined by the f-stop you select and

the distance from the subject in focus to the film plane. As you
get closer to your subject, or as you open your lens (e.g. from
f16tof1.9), the depth of field becomes shallower. By stopping
your lens down (e.g. from 1.9 to f16), this depth or zone of
acceptable sharpness can be increased.

Another factor in depth of field is the focal length of the

lens being used. As a rule, the longer the focal length of a lens
the shallower the zone of acceptable sharpness becomes;
the shorter the focal length, the greater the depth of field.
Knowing the depth of field limitations of your lens can
enhance the creativity of your pictures. A deep zone of
acceptable sharpness provided by shorter focal length lenses
is ideal for “'snapshooting’ when there isn't time to focus
properly, as in fast action photography. Shallow depth of field
can be used to throw distracting foregrounds and
backgrounds out of focus to add separation between a
subject and its surroundings.

29
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Depth of Field Preview

You can see the effects of depth of field in your camera
viewfinder each time you take an exposure reading. When the
meter is activated by pressing half-way down on the Shutter
Release Button, the lens stops down to the pre-selected
f-stop. When this occurs you can see the area of acceptable
sharpness in front of and behind the subject in focus through
the viewfinder.

You can also determine the depth of field by checking the
Depth of Field Scale (2) on the lens barrel. The double series
of numbers represent f-stops and once you have focused

on your subject, all subjects within the distance range
indicated between the marks for the f-stop you have selected
will fall within the zone of acceptable sharpness.

For example, if your lens is focused at 10 feet and you are
shooting at {8, by reading the Distance Scales opposite the
double set of {8 marks on the Depth of Field Scale you can
determine that your zone of acceptance sharpness is from
approximately 7%; feet to 14); feet.

30
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Caring for your Camera

Storage:

If the camera will not be used for an extended period of time,
store it with the shutter uncocked to relieve tension on the
spring, and remove the battery.

Never store your camera in areas where the temperatures
exceed 100°F or go below freezing (32°F).

Protect against moisture by using silica gel or other desiccant.

Never expose the camera to direct sunlight for extended
periods of time.

Avoid areas where exposure to salt water or salt air is heavy.
31
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Care and Cleaning:

Use a blower or camel-hair brush to clean the entire film
compartment before loading film into the camera. Never use
your breath to blow dust or dirt from the compartment, the
moisture can corrode the precision working parts.

To clean the lens surface, rub VERY GENTLY in a circular
motion with a high quality lens tissue. In severe cases you can
use a very small amount of lens cleaning solution, again
wiping in a circular motion. NEVER RUB THELENSTO
REMOVE DIRT OR GRIT! If the dirt will not come loose with
a brush or blower, take the camera to a factory approved
service technician. NEVER TOUCH THE REFLEX MIRROR
WITH YOUR FINGERS OR ANY MATERIAL! Dirt on the reflex
mirror will not affect your photograph. :

32
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Specifications, Model 400/SL

Camera Type: 35mm single lens reflex with center-weighted
averaging through-the-lens metering system.

Film Size and Capacity: 35mm perforated film in 20- or
36-exposure cassettes.

Film Format: 24mm x 36mm.

Lens Mount: Universal thread mount.

Shutter: Vertically moving metal Copal Square shutter with
speeds from 1/1000th second to 1 second plus B (Bulb).

Selt-Timer: Built-in variable timer with approximately 7 to
10-second delay. Activated by shutter release button.

Exposure Meter: Two sensitive Cadmium Sulfide (CdS)
cells located on either side of viewfinder eyepiece behind
pentaprism read light coming through lens. Cross-coupled
to shutter speed control and film speed dial. Metering
emphasis is placed on central portion of the picture area
as seen in viewfinder.

Exposure Control: Stop-down, matchneedle system. Correct
exposure indicated by aligning needle within exposure
brackets in viewfinder.

Exposure Range: EV 310 EV 18 at ASA 100 (DIN 21) with
50mm f1.9 Vivitar automatic lens.

Film Speed Range: ASA 25 to 3200; DIN 15 to 36.
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Power Supply: Single 1.35-volt Mercury battery (Mallory
PX-675, Eveready EPX-575 or equivalent).

- Shutter Release: Two-stage. Haif pressure activates
through-the-lens metering system; stops lens down to
shooting aperture. Full pressure activates shutter.

Viewfinder: Fixed eye-level pentaprism type. Magnification
0.73X at infinity with Vivitar 50mm f1.9 lens. Field of view
covers 93% of actual picture area (horizontal). Meter
needle and exposure index brackets visible.

Focusing: Microprism center spot surrounded by ground
glass area on Fresnel field for rapid focusing.

Retlex Mirror: Instant return type with front surfaced coating.

Flash Synchronization:

With Class “M" bulbs — 1 to 1/1000th second.
With Class “F’" and “FP” bulbs — 1 to 1/30th second.
With Electronic Flash X" — 1 to 1/125th second.

Flash Contacts: Two flash terminals provided — “X"" and
“M." “X" contact built into accessory shoe atop camera
pentaprism.

Film Advance: Single stroke rapid film advance lever. 180°
rotation. Built-in double exposure prevention mechanism.

Exposure Counter: Progressive type from 'S’ (Start) to 36.
Counter automatically resets to ‘S’ when rear cover is
opened.

34
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Film Loading: Rear cover opened by lifting up rewind knob. .
Multi-slotted take-up spool.

Film Rewind: Film transport released by pressing rewind
button on camera base. Rapid rewind crank.

Dimension (body only):
3.8” x5.7" x 2" (97 mm x 146 mm x 52 mm)

Weight (body only): 25.6 oz., (725 )

Accessories Included: Shoulder/Neck-strap ‘D"’ rings,
battery and shock-preventing hot shoe cover.

Specifications subject to change without notice

35
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Specifications, Standard Lenses for 400/SL Camera

' 55mm 12.8 50mm 1.9
Elements/Groups: » 4/3 6/4
Angle of View: 43° ’ 45°
Aperture Range: f2.8—f22 f1.9—f16
Minimum Focusing Distance: 35%," (90 cm) : 1.64 ft. (0.5m)
Length at oo 14" (36.5 mm) 1.48” (37.5mm)
Weight: 6.350z. (180 g) 7.05 0z. (200 g)
Maximum Barrel Diameter: 2%¢" (61.5 mm) 2.38" (60.5 mm)
Accessory Size: 49mm 49mm

Specifications subject to change without notice 11/75 Printed in Japan Part No. 180
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